
MICRO MATIC

Micro Matic Power Pack
Service & Specification Manual

Manufactured by BVL Controls Ltd.

Nor'heast Region
747 North Fenwick Street
Allentown, PA 18103
1 (800) 345-3020

Soufheasl Region
321 Marianne Street
Brooksville, FL 34601
1 (888) 233-7827

Central Region
213 North Third Street
Rockford, lL 61107
1 (800) 435-6950

Westen Region
'19761 Bahama Street
Northridge, CA 91324
1 (800) 367-8852
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MICRO MATIC POWER PACK
Manufactured by BVL Controls Ltd.

115 Vol ts

115 Volts

208/230 Volts

1 15 Volts

115 Vol ts

1'15 Volts

208/230 Volls

AIR COOLED

PP4301 (cwA-3)

PP4302 (cwA-2)

PP4303 (cwA-34)

K-PP-4301-EP (MM-033)

WATER COOLED

PP4301-WC (cww-3)

PP4302-WC (c\M^/-2)

PP4303-WC (c\ ̂ /V-34)

1/3 HP

'U2 HP

314 HP

113 HP

314 HP

'|2 HP

314 HP

FR22

FR22

FR22

R134a



M I C R O
M A T I C
G R O U P MICRO MATIC

PRODUCTWARRANTY

BVL warrants this product for one (1) full year including parts and labor when unit
is returned to our factory (freight is not part of the warranty) or parts only when
repair has to be done at another location. Parts will be charged to your account
and will be credited upon receipt of the defective part.

ln Canadar B.V.L. Controls Ltd.
940 Michelin
Laval, Quebec H7L 5Cl

In U.S.A.: Reslaurant Selice of America
37 Shuman Avenue
Stoughton, MA O2O272



Ub:iE MICRO MATIC

DESCRIPTION

Cooling distance:

K-PP4301-EP

PP4301 and PP4301-WC

PP4302 and PP4302-WC

PP4303 and PP4303-WC

UP TO 75' of cooling line

UP TO 125' of cooling line

UP TO 250' of cooling line

UP TO 350' of cooling line

Curront draw per unit:

K.PP43OI.EP
PP/130'l/

PP4301-WC
PP13O2J

PP4302.WC
PP4303/

PP4303-WC
Voltage

Start up

Running

Reftigerant

Charge

Pressurc

Dimensions (inches)*

Weight

Tank capacity

Styrofoam Insulation

' Dimensions include DumD and motol

115

9.54

R134a

l0 oz.

18 (low)

150 (hish)

H :  13 .0

W: 23.5

O :22 .0

70 lbs.

' 115

9.8A

7 .14

16 oz.

43 (low)

220 (hish)

Hr 28.5

W: 16.75

Dr 26.5

106 lbs .

' |  15

10.6A

7.94

R-22

21 oz.

43 (low)

220 (high)

H :  28 .5

W: 16.75

D :26 .5

't 13 tbs.

204t230

75A

5.34

R-22

36 oz.

43 (low)

220 (high)

H: 29.5

W:  18

Ot 26.5

134 lbs.

4 gal.

1 "

12 gal.

1 "

12 gal.

1 "

'12 qal

1 "

Model Ml\4-033 Procor pump with capacity of 50 GPH gravity fed to insure longer pump life.

All other modelsi Gear pump with capacity of 100 GPH gravity fed to insure longe. pump lite.
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OPERATION

PP43O1, PP4302, PP4303, PP4301-WC, PP4302-WC and pp43O3-WC

'L Connection:

a) Connect one line from isolated trunk line to the DumD ouflet.

b) Connect second circulation line to the inlet of the tub.

2. Fill ing unit with glycol

a) Remove top deck from the unit.

b) Fill the bath with Micro Matic Polar Fto glycol solution (mixed 2 %
parts water to 1 part grycol) solution up to 2' from the return
tubang.

c) Replace top deck unit into the bath.

d) Make sure all re-circulation lines are properly connected and turn
the pump motor on by plugging into the top deck.

Liquid level will drop until circulation line is full

e) Remove orange refilling cap, fill with water up to return line
(approximately 1" from the cover).

D Temperature will drop to 30"F on thermostat.

Note: Temperature is set at 3eF from the factory.

To change temperature, press menu until the temperature is blinking. Set the
desired temperature and press menu to set.


