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• Compact size, minimum of wall space. 

• Dial knob adjustment 5-45 psi.

• 100 psi maximum input pressure.

• John Guest 3/8" O.D. fittings.

MINI SECONDARY - 1 PRESSURE

GAS REGULATOR

MINI SECONDARY - 1 PRESSURE

1141-MINI



Specifications

Central 
10726 North Second St. 
Machesney Park, IL 61115 
Tel. (815) 968-7557
Fax. (815) 968-0363

Northeast 
4601 Saucon Creek Rd. 
Center Valley, PA 18034 
Tel. (610) 625-4464
Fax. (610) 625-4466

West 
19791 Bahama St. 
Northridge, CA 91324 
Tel. (818) 701-9765
Fax. (818) 701-9844

Toll-Free: 1-866-327-4159
www.micromatic.com

Micro Matic reserves the right to change specifications without notice.

Southeast
15111 Dispense Ln. 
Brooksville, FL 34604 
Tel. (352) 799-6331
Fax. (352) 796-2429

©2018 Micro Matic USA, Inc. All Rights Reserved.000398S-D0618

Part No. Description Shipping Weight

1141-MINI Secondary Regulator / 1 Pressure
0.45 kg

1 lb

Dimensions 

JG 3/8''JG 3/8''

JG 3/8''

3 pcs. of 3/8" STEM OD / 3/8'' HOSE ID (PI251212S)
 

69.3 [2.75] 

69.3 [2.75] 

78.4 [3.0] 

44.0 [1.75] 

21.0 [0.875] 

118.6 [4.5] 

31.0 [1.25] 

42.5 [1.625] 


